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Manufacturer:

1. Bodywork

Type:

Model:

Cargo area dimensions:

Cargo load:
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No.: LS 010743921

Legras lndustries

37, rue Marcel- Paul

F - 51206 Epernay

Semitrailer

FMA transporteur

Length: max.

width:

Heightmax.

max.

13.515 mm

2.480 mm

2.825 mm

30.000 kg

This certificate confirms the effectiveness of load securing by the vehicle bodywork. The
specifications specified in VDI 27oo; EN 1219s part 1 for road transport, ADR and
DIN EN 12642 Code XL are therefore complied with.

The validity of the certificate for the vehicle with
lD no.(FlN)

Epemay,

vehicle no.

is herewith confirmed.

Legras Industries LS 01072{3921

Legras lndustries
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SiEderGædbdtaft
Tùv NoRD trrobitiËt
GmbH & Co. Kc

AmTÙV 1
30519 Hannover

Tel,: 051 1 98ê2526
Fax 0511 9æ-1747
hannorer@tuev-nord.de
w.tus-nord.de

VoEiEender dæ AufsicàtsEtæ
Dr.-lng. Guido Rettig

Amtsgedcht Hannær
HRA 270æ
USt.-ldNr. : D8813818604
Steu€r-Nr-: 25nO7lW92

KomDl€rrentàr'flJV 
NORD Mobilitit

Verwaltungsgællschâft mbH, Hannwer

Amtsgericht Hannorer
HRB 61319

GeschàftSùhrung
Dipl.lng- Volker Drubê (VoFitrendêr)
Klaus Onh

VoFiaendêr des Aufsichtsratæ
Dr-lng. Guido Rettig

Deutsche Posibank AG, Hannwer
BLZ: 250 100 30, Konto-Nr.: 60 89 02-301

Deutsc-he Bank AG, Hannwer
BLZ: 250 70O 70. Kotrb.Nr,: 00 03 38

DEdner BankAG, Hanngrer
BLZ: 25O 800 20, Konto-Nr.: I 1 1 04 45 00

BIC (S1,VlFI-Code): DEUTDE2H
lgAN-Codê: DE 72 2507 0070 0060 0338 0O



2. Fittings

Front bulkhead ;

Front wall of aluminium snap-on sections, partially welded. Comer pillars of aluminium snap-

on sections internally and extemally welded with bulkhead sections. Option of emergency

door in lower area.

Rearwall:

Rear portal:

Aluminium snap-on sections welded left and right, intemally and extemally with bulkhead

sections. Upper chord (roof beam) of aluminium section, closed and secured with swivel

mechanism.

Reardoors;

2 doors made of aluminium snap-on sections (bulkhead sections) each with 5 aluminium

hinges attached to rear portal; aluminium snap-on sections welded on inside. The aluminium

snap-on sections are welded intemally and extemally with the outer frame of the door; 2

inner rotatable lock bars; additional hand operated security lock on lower part of doors.

Roof:

Open roof with tarpaulin cover; minimum 2 removable cross ties distributed over the trailer
length, attached to upper chord (roof beam); rear portal upper chord (roof beam) is of

aluminium section; closed and secured with swivelmechanism.
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SiE der GeEellschaft
Tûv fioRD t$obirirât
GmbH & co. Kc

AmTÙV 1
30519 Hannær

Tel.:0511 98ô2526
Fax 051 1 98ô-1747
hannwer@tuev{ord.de
w.tuev-nord.de

Vorsitzends dæ AufsichErates
Dr.lng. Guido Reûig

Amtsgedcht Hannover
HRA 27006
Usl.-ldNr. : DE 81381860/t
Steuer-Nr.: 251207/00992

KomDlementàr
TÙV NoRD Mobilitiit
Vemlfu ngsgesdlschaft mbH, Hannær

Amtsgericht Hannovèr
HRB 61319

GæhâHùhrung
Dipl.-lng. Volker Drube (VoFitsender)
Klaus Orth

VoEiEender des Aufsichtsrat6
Dr.-lng. Guido Rettig

01t2@7

Dèutsche Postbank AG, Hannovèr
BLZ:250 100 30, KonteNr.:60 89 02301

Deutsche Bank AG, Hannwer
B[Z: 25O 700 70, Konto-Nr.: 60 03 38

Dresdner Bank AG. Hannwêr
BIZ: 250 80O 20, Konro-Nr.: 1 11 04 45 00

BIC (SVVlFT4ode): DEUTDE2H
IBAN-Code: DE 72 2507 0070 0060 033E @



Side wall:

Both sides of aluminium snap-on sections; welded in part intemally; roof beam and

beam welded intemally and extemally to the aluminium snap-on sections.

This certificate confirms bodywork stability in accordance with DIN EN 12642

Code XL.

3. Verified bodywork stabilities in accordance with pre N12642 Code XL

Sib dêr Gesells€ùaft
tùv Hono uotitim
GmbH & Co. KG

tunTÙV I
30519 Hannwer

Tel.:0511 9&2526
Fax 051 1 986-'1747
hannover@tueFnord.de
\iffi,\r.fuw-nod.de

VoFiEender ds Autsicitsrats
Dr.Jng. Guido ReËig

Amtsge,icht Hannover
HRA 27006
USt.JdNr : DE 81381E604
Steuer-Nr- : 25/207100992

KmdsnenEr
TÛv NoRD Mobititât
Vewltungsgædlæhaft mbH, Hannover

funtsgsicht Hannryer
HRB 6t319

GeshàftsJùhrung
Dipl.{ng. Voll€r Drube (Vositrender)
Klaus Orth

VoEiEender des Aufsic*rtsRtæ
Dr.-lng. Guido Reùig

base

01t2007

Deutsche Posibank AG, Hannwer
BLZ: 25O 100 30. Konto-Nr.: 60 89 02€0'l

Deutsche Bank AG, Hannover
BLZ: 25O 700 70. Konto-Nr,: 60 03 38

Dresdner Bank AG, Hannover
BLZ: 250 800 20, KontGNr.: 1 1 1 04 45 00

BIC (SlVlFT-Code): DEUTDE2H
IBAN-Code: DE 72 2507 0070 0060 0338 00

4. General

The regulations for load securing are complied with under the following conditions:

The load must be located flat against the front bulkhead, side walls and rearwall. Distance to
the loading area walls and cargo loading gaps may comprise a maximum of 30 mm per

running metre of cargo.

The cargo can be loaded up to the full bodywork height.

The coefficient of friction between the cargo floor and the load or between the cargo
components must be at least as specified in the table above.

During all transport operations all moving bodywork components (e.g, pillars, tarpaulin
straps, doors, sliding roofl must be used and secured in accordance with the design
specifications.
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Test force
Ratio to cargo weight at max cargo

load/specified friction coeff.

Front bulkhead 15.000 daN 0,50/ p =0,30

Side wall 12.000 daN 0,40/ P = 0,10

Rear wall 9.000 daN 0,301p = O,2O


